
 
 
 

 

DOC ID: EXGP-20211014 

GP (General Purpose) Buckets 

Nye GP Excavator Buckets: 
 

Specifically designed as a heavier alternative 
to OEM buckets in any size and capacity.  
 
Exceeds most OEM specifications.  
 
Extra thick  AR400 and QT100 steel plates 
for maximum life and strength.  
 
Available in both regular and long-lead 
“services bucket” patterns.  
 
Custom patterns available, we work with our 
customers to develop new patterns 
specifically suited for their application. 
 
Custom built to order for your specific 
machine, we do not use spacer bushings, 
shims, etc.  
 
Excavator buckets also available in three 
other weight classes: HP, HD and UHD.  
 
For more information call us at 905 897 2311 
or visit: nye.ca. 

GP Series Typical Specifications 

Carrier      Model 
Width 
mm [in] 

Weight            
kg [lb] 

09 - 14 t 12EX1 610 [24] 367 [810] 

13 - 17 t 15EX1 762 [30] 508 [1,120] 

16 - 24 t 20EX1 914 [36] 671 [1,480] 

22 - 28 t 25EX1 1,067 [42] 1,129 [2,490] 

26 - 38 t 30EX1 1,219 [48] 1,256 [2,770] 

35 - 50 t 40EX1 1,372 [54] 2,268 [5,000] 

59 - 90 t 70EX1 1,524 [60] 3,175 [7,000] 

Custom Widths and Profiles 

Custom Special Types 

Scan for videos  

Body Taper - 
Nye Buckets 
are tapered 
both ways, 
horizontally and 
vertically. 

Bores/Pin Locks - 
Precision bored 
mounting eyes with 
proper O-ring grooves. 

Side Plates - 
Extra thick 44W 
OR QT100 alloy 
side plates. 

Mounting Eyes - 
Extra thick 44W eye 
plates that exceed 
original equipment 
specifications. 

Utility Lugs - For lifting, 
turning, pulling, etc. 

Side Cutters - 
Extra thick AR400 
OR QT100 
structural alloy steel 
(highly crack 
resistant). 

Bottom Plate -        
Extra thick 44W OR 
QT100 alloy basket. 

Teeth - 
Customers 
choice of 
teeth and 
wear parts. 

Base Edge -     
AR400 OR QT100 
high impact structural 
alloy steel (highly 
crack resistant). 

Cheek Plates - 
AR400 abrasion 
resistant alloy 
wear plate. 

Lifting Loop -              
Customers choice welded 
closed or latched type. 

nye.ca/terms 

* - Optional nye.ca/buckets  

All Nye products are warranted to 
be free of defects in materials and 
workmanship for a period of 2 years 
or 2,000 hours.  
Specifications subject to change. 

– Nye General Purpose (GP) 

buckets are designed for 

most digging conditions 

including light shale and 

rock. 

– Heavier alternative to OEM 

buckets. 

– Available for all Quick 

Coupler types. 

– Custom widths, profiles and 

capacities available.  

– Customers choice of G.E.T. 

Features and Specs 

Dual Radii - 
Compound profile 
fills and dumps 
easy with reduced 
bottom wear. 

Put our expertise to work for you! 

Nye is a proud family owned Canadian 
business; going strong for over 70 years 

Nye Manufacturing Ltd. 
3585 Mavis Rd. 
Mississauga, ON L5C 1T7 
Canada 
+1 905 897 2311 
sales@nye.ca  nye.ca 

Wear Rails - Extra 
thick AR400, 
corner wear rails, 
protects bucket 
corners. 

AR400 Wear Straps 
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